Environmental Protection Agency

[73 FR 37340, June 30, 2008]

EFFECTIVE DATE NOTE: At 73 FR 37340, June
30, 2008, §1065.705 was added, effective July 7,
2008.

§1065.710 Gasoline.

(a) Gasoline for testing must have oc-
tane values that represent commer-
cially available fuels for the appro-
priate application.

§1065.710

(b) There are two grades of gasoline
specified for use as a test fuel. If the
standard-setting part requires testing
with fuel appropriate for low tempera-
tures, use the test fuel specified for
low-temperature testing. Otherwise,
use the test fuel specified for general
testing. The two grades are specified in
Table 1 of this section.

TABLE 1 OF §1065.710—TEST FUEL SPECIFICATIONS FOR GASOLINE

Item Units

General testing

Reference

Low-temperature test-
ing procedure *

Distillation Range:

Initial boiling point .. °C ... 24-352 | ASTM D 86-04b
10% point .. °C. 49-57 .
50% point .. °C. 93-110 . 82-101
90% point .. °C. 149-163 .. 158-174.
End point ... °C ... Maximum, 213 .. Maximum, 212.
Hydrocarbon composition:
1. Olefins ... mm3/m3 . Maximum, 100,000 Maximum, 175,000 ..... ASTM D 1319-03
2. Aromatics . mm3/m3 . Maximum, 350,000 Maximum, 304,000.
3. Saturates .. mm3/m3 . Remainder Remainder.
Lead (organic) glliter Maximum, 0.013 Maximum, 0.013 ......... ASTM D 3237-02

Phosphorous glliter ... Maximum, 0.0013 Maximum, 0.005 ASTM D 3231-02
Total sulfur ... mg/kg .. Maximum, 80 . Maximum, 80 ASTM D 1266-98
Volatility (Reid Vapor Pressure) . kPa 60.0-63.423 .. 77.2-81.4 ASTM D 323-99a

1Al ASTM procedures are incorporated by reference in §1065.1010. See § 1065.701(d) for other allowed procedures.
2For testing at altitudes above 1 219 m, the specified volatility range is (52 to 55) kPa and the specified initial boiling point

range is (23.9 to 40.6) °C.

3For testing unrelated to evaporative emissions, the specified range is (55 to 63) kPa.

EFFECTIVE DATE NOTE: At 73 FR 37341, June
30, 2008, §1065.710 was amended by revising
Table 1, effective July 7, 2008. For the con-

§1065.710 Gasoline.

h > " * * * * *
venience of the user, the revised text is set
forth as follows:
TABLE 1 OF §1065.710.—TEST FUEL SPECIFICATIONS FOR GASOLINE
5 : . Reference
Item Units General testing Low-temperature testing procedure *

Distillation Range:
Initial boiling point
10% point
50% point ..
90% point ..
End point ... .

Hydrocarbon composition:
Olefins ...
Aromatics

Maximum, 213

Maximum, 0.10

Saturates ... Remainder.

Lead (organic) ..

Phosphorous glliter .. Maximum, 0.0013

Total sulfur ... . | mg/kg . Maximum, 80 ...

Volatility (Reid Vapor Pres- | kPa ... 60.0-63.42.3 ..
sure).

Maximum, 0.304.

Maximum, 0.013

ASTM D86-07a.

Maximum, 212.

Maximum, 0.175 ASTM D1319-03.

ASTM
D3237-06e01.
ASTM D3231-07.
ASTM D2622-07.
ASTM D5191-07.

Maximum, 0.013

Maximum, 0.005 .
Maximum, 80
77.2-814 ..

1ASTM procedures are incorporated by reference in § 1065.1010. See §1065.701(d) for other allowed procedures.
2For testing at altitudes above 1,219 m, the specified volatility range is (52.0 to 55.2) kPa and the specified initial boiling point

range is (23.9 to 40.6) °C.

3For testing unrelated to evaporative emissions, the specified range is (55.2 to 63.4) kPa.
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